
Start: 
BEV (8E) which drives more than 50 miles per day? 

OR
PHEV (20P, 8P, 9P) which drives more than 30 

miles per day?

YesNo

Where will the 
vehicle park?

Parking 
far from 

any walls

Parking 
near a 

wall

How many 
charging ports do 

you need?

How many 
charging ports do 

you need?

One Two One Two

CLIN 
19B 

CLIN 
20B

CLIN 
17A

CLIN 
18A

Where will the 
vehicle park?

Parking 
far from 

any walls

Parking 
near a 

wall

How many 
charging ports do 

you need?

How many 
charging ports do 

you need?

One Two
One Two

Where will the 
vehicle park?

Parking 
far from 

any walls

Parking 
near a 

wall

How many 
charging ports do 

you need?

How many 
charging ports do 

you need?

One Two
One Two

CLINs 
5A, 
6A, 

13A, 
or 14A 

CLINs 
7A, 
8A, 

15A, 
or 16A 

CLINs 
1A, 
2A, 

9A, or 
10A 

CLINs 
3A, 
4A, 

11A, 
or 12A

CLINs 
5A*

or 5B; 
13A*

or 13B

CLINs 
7A* 

or 7B; 
15A*

or 15B

CLINs 
1A*

or 1B; 
9A*
or 9B

CLINs 
3A*   

or 3B; 
11A* 

or 11B 

Will there be more than one station 
ordered for this location?

No
Yes 

Station needs to provide 
electricity consumption (kWh) 
data, the ability to set pricing 

structures, or establish access 
restrictions?

Where will the 
vehicle park?

Parking 
far from 

any walls

CLIN 
23A

Parking near 
an existing 

outlet

Consider using the 
vehicle’s included 
120V cord to plug 
into existing outlet

No

Station needs to provide electricity 
consumption (kWh) data, the ability to 

set pricing structures, or establish 
access restrictions?

NoYes

One Two

CLIN
25A

CLIN 
26A

Is vehicle a BEV that 
needs to fully recharge 

in less than 1 hour? Yes
Yes

No

How many 
charging ports do 

you need?

Parking near a 
wall, but not close 
to existing outlet

CLIN
21A

* denotes CLINs which are “gateway” stations. At 
least 1 per 9 networked stations must be a 

gateway station,  in order to obtain data from the 
non-gateway stations.

EVSE BPA Decision Tree 



CLIN Appendix:Using the EVSE 
BPA Decision 
Tree: 
The decision tree above is 
intended to help agencies 
determine which 
Contracting Line Item 
Number (CLIN) they 
should be ordering from 
when placing orders 
through GSA’s EVSE 
BPA. By answering yes or 
no questions the user is 
led to a box containing 
one or more CLINs that 
will meet the user’s needs. 
Users can review exactly 
what type of stations each 
CLIN contains in the 
appendix below to confirm 
this. Users can then 
compare prices in and 
amongst the CLINs by 
reviewing the “All 
Configurations Awarded” 
document at 
www.gsa.gov/evse, and 
make an acquisition 
decision.

GSA Office of Fleet Management
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